
Capable to charge 15 devices simultaneously 

Fast solar recharging with MPPT 

94V0 flame-resistant case 

Wild & Practical design

Wireless charging 

SMART
YOUR 

ENERGY

1600W/2203.2Wh/22kg 

RoHS UN38.3

BlackBee 2000

PORTABLE 
POWER 
STATION

US

*There are 5 AC plug standards available. (NOT mixable in one device)



BlackBee 2000

Germany: Alpha ESS Europe GmbH

+49 6103 4591 601
europe@alpha-ess.de
www.alpha-ess.de
Paul-Ehrlich-Straße 1a, D-63225 
Langen, Hessen

Headquarter: Alpha ESS Co., Ltd.

+39 599 239 50
info@alpha-ess.it
www.alpha-ess.it
Via Loda,17-41013 Castelfranco 
Emilia (MO)

Italy: Alpha ESS Italy S.r.l.

+82 64 721 2004
korea@alpha-ess.com
2F, 19-4, Nohyeong 11-gil, Jeju-si, 
Jeju-do, Republic of Korea

Korea: Alpha ESS Korea Co., Ltd.

+86 513 8060 6891
info@alpha-ess.com
www.alpha-ess.com
Jiuhua Road 888, Nantong High-Tech Industrial
Development Zone, Nantong City, 226300 

uk@alpha-ess.com
Drake House, Long Street, 
Dursley, gl11 4hh

UK: Alpha ESS UK Ltd.

+86 512 6828 7609
info@alpha-ess.com
www.alpha-ess.com
Building 10-A, Canal Town Industrial Park, 
99 Taihu E Rd, Wuzhong District, Suzhou 215000

Alpha ESS Suzhou Co., Ltd.

+61 402 500 520 (Sales)
+61 1300 968 933 (Technical Support)
australia@alpha-ess.com
www.alpha-ess.com.au
Suite 1, Level 1, 530 Botany Road, Alexandria, NSW, 2015

Australia: Alpha ESS Australia Pty. Ltd.

Basic Parameters

Electrical Parameters

Model BlackBee 2000

Nominal Energy

Inverter Efficiency

Battery Type

Operating Temperature for Charging

Operating Temperature for Discharging

Dimension (L x W x H)

Warranty

Weight

2,203.2Wh

95% 

Lithium Ion

14-113℉(-10-45℃)

14-113℉(-10-45℃)

438 x 340 x 283 mm

2 Years

48.5lbs(22kg)

100-120V, 200-240V

AC:1600W    DC:440W

3000W

USB-C*2, PD60W each(5V⎓3A; 9V⎓3A; 12V⎓3A; 
15V⎓3A; 20V⎓3A)

USB-A*4, QC3.0 36W each(5V⎓3A; 9V⎓3A; 12V⎓3A; 
15V⎓2.4A; 20V⎓1.8A)

12V⎓5A; 12V⎓3A

12V⎓10A

100-240VAC, 50/60Hz, Pure Sine Wave 
1600W Continuous, 3000W Peak

10W*2Wireless Charging*2

USB Port*6

DC Port(5525)*2

Car Port*1

AC Port*4

DC(Solar) Input(Anderson)*2
AC Input*1

Peak Output Power
Rate Output Power

Your Smart Energy

11V-45V, 10A/300W MAX each

*You can have 2 X 300W panels as long as the voltage current will not exceed 10A and total input will not exceed 600W
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